SMD LC Filter and Duplexers

LC Filters

®\Vide frequency range: DC-4GHz

®Easy soldering and assembly, good solderability
®Small size, stable and reliable performance
®Light weight

®For Microwave communication, Data transmission,
Radar, navigation, Electronic countermeasures,
Aerospace

LC Duplexers

®Low Frequency: 300KHz ~3GHz
®\Wide bandwidth & high rejection
®Flexible frequency

®ow price & customization
®Power range: TW ~ 20W
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®For PCS DCS, CDMA, GSM , Wireless LAN , Cable TV, IF

filtering
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SMD Ceramic Filters

v —
A

"\ {F Filter Dosign Expart Since 1994

®Frequency range: 400MHz~6000MHz
®Power range: 5W~50W
®Smaller Size & Lighter Weight
®Application: Cellular, GPS, Cordless Phone, MCA, Satellite,

Spread Spectrum, CATV, TCAS, WLan, Inmarsat, Antenna
Duplexer, Base station, Repeater, and etc
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Center Band Width | Insertion Loss Attenuation
Temwell No. Fr?:-ﬁ/lllj_etr;cy (MHz) min (dB) max. | (dB) min. (MHz)
+
TSDRM-457 457 fo + 15.0 2.5 ;8 :: If, - 558
+
TSDRM-864 864 fo+ 5.0 3.5 1? :: :co> - 22:
+
TSDRM-915 915 fo+ 12.5 2 ig :: :Z - : 88
TSDRM-2326 2326 fo+7.0 3 28 :: :g+ 1188
TSDRM-1575P42 | 1575.42 fo £ 15.0 2.5 fg :: :21 188
TSDRM-1890 1890 fo + 40.0 2 ;Z :: :gi 528
+
TSDRM-2450 2450 fo + 50.0 2 12 :: :2 - 528
TSDRM-3650 3650 fo £ 75.0 2 ;Z Z: :gi ;:g
TSDRM-5800 5800 fo + 100.0 2 1: :tt :2 - jgg
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SMD Ceramic Dielectric Duplexers TEMWENC

®Frequency range: 400MHz~6000MHz
®Power range: 5W~50W
®Good out-of-band rejection and harmonic performance

®For Base station & Repeater ,Private network market , and
Antenna system

SMD TETRA Duplexers

Lower Upper
Frequency 382.5MHz 392.5MHz
Bandwidth Fot2.5 (380-385M) Fot2.5 (390-395M)
Insertion Loss 4.0dB (Model A) 4.0dB (Model A)
2.8dB (Model B) 2.8dB (Model B)
Ripple 2.5dB 2.5dB
Attenuation 60dB @390~395M (Model A) 60dB @390~395M (Model A)
25dB @390~395M (Model B) 25dB @390~395M (Model B)
Operating -40 °C to +85°C (Model A)
Temperature -20 °C to +70°C (Model B)
Impedance 50Q
Input Power 10W
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SMD Ceramic Multiplexers

¢ Integrate several signals in one module to save board

space.

¢ Applications: Microwave Telecommunication, Radar,

Aviation, Navigation, Mining, Electronics counterwork,

Channel Management, and Satellite-Ground etc.

Appiication Temstron PN Centrazlll\lzlzic%uency B?R/?m%th Inse(rgg I)_oss
899 20 2.7
GSM+TD-SCMA TSCM-899-1900 944 20 2.7
1900 40 2.5
1722.5 25 2.5
GSM1800+TD-SCMA TSCM-1722-2017 1817.5 25 2.5
2017.5 15 3
897.5 35 3
GSM+GSM1800+WCDMA| TSCM-897-1920 1747.5 75 2.7
1920 60 2
1795 170 2
WCDMA+5G TSCM-1795-3500 2595 160 2
3500 200 2
830 10 25
875 10 25
CDMA+GSM1800 TSCM-830-1860 1765 0 55
1860 20 2.5
1747.5 75 52
1842.5 75 52
GSM1800+WCDMA TSCM-1747-2140 1950 50 25
2140 60 3.5
902.5 25 2.7
947.5 25 2.7
GSM+DCS TSCM-902-1842 1747 5 -5 35
1842.5 75 3.5
1762.5 35 2.8
1857.5 35 2.8
DCS+WCDMA TSCM-1842-2140 1950 50 > 8
2140 60 2.8
830 11 3.5
875 11 3.5
CDMA+GSM1800+ 1760 50 3.5
WCDMA L 1855 50 35
1950 45 3.5
2140 45 3.5
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SMD Selections & Waveguide

SMD 5G Small Cell Base Station BPF

TS-BS3500B8200
Center Frequency(MHz) 3500
Band width(MHz) 200
Insertion Loss(dB) 1
Ripple in BW 0.5
VSWR in BW 1.5
Attenuation 30dBc@2110~2130
60dBc@970-1150
30dBc@4600-5000
Size (W*L*H) 8.54.2*3.6

SMD Ceramic Waveguide Filter

®Frequency Range: 400MHz~7 GHz
®High Power (150W max.)

O ®ow Insertion Loss & High Rejection
90 @ ®Substitute Cavity Filter
“§ ®Based On Ceramic Dielectric

®For Base Stations & Repeaters, Satellite &
Communication Systems
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